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step 1 : install your scanner 



You can mount your scanner in your vehicle, install it for mobility, or 
install it as a base station. 

mounting the scanner in your vehicle 

If you are unsure about how to install your scanner in your vehicle, 
consult your automobile manufacturer, dealer, or a qualified installer. 
Before you mount the scanner, make sure you have all the necessary 
materials. Then confirm your vehicle has enough room to mount: 

2.44" high by 7.06"wide by 6.10" deep (50.8 x 176.5 x 152 mm). 

Be sure to avoid obstructions behind the mounting surface. 

Follow these steps to mount the scanner in your vehicle. To mount 
your scanner on top of the dashboard, rotate the bracket so the 
ears point up. To use on a flat surface, flip down the built-in stand 
underneath the scanner. 

1. Choose a mounting location, then use the supplied mounting 
bracket as a template to mark the positions for the mounting holes. 

2. In the marked positions, drill holes slightly smaller than the supplied 
screws. 


3. Attach the mounting bracket to the mounting location using the 
supplied screws and lock washers. 

4. Attach the scanner to the mounting bracket using the supplied 
mounting knobs. 


c 


slide scanner into 
bracket 



step 2: power your scanner 


through your vehicle’s ignition (negative ground only) 


You can power your scanner from a wall outlet, through your vehicle's 
ignition, or from your vehicle's cigarette lighter. 

from a wall outlet 


1. 


2. 



Rear View 


Connect the tip of the supplied AC adapter to the DC 1 2V jack at the 
rear of your scanner. 

Plug the AC adapter into your wall outlet. 

You must use a Class 2 power source that supplies 12V DC and 
delivers at least 500mA. Its center tip must be set to positive and 
its plug must fit the scanner's DC 12V jack. Using an adapter that 
does not meet these specifications could damage the scanner or 
the adapter. 

To prevent electric shock, do not use the AC adapter's polarized 
plug with an extension cord, receptacle, or other outlet unless you 
can fully insert the blades to prevent blade exposure. 




1 . Disconnect the cable from the negative (-) terminal of your vehicle's 
battery. 

2. Ground the black wire of the supplied DC 
power cord to your vehicle's chassis. 

Be sure the grounding screw makes 
complete contact with the metai frame of your vehicle. 

3. Connect the red wire of the supplied DC power cord to a voltage 
source that turns on and off with the ignition switch, such as a spare 
accessory terminal in your vehicle's fuse box. 

4. Insert the power cord's barrel 
plug into the scanner's DC 12V 
jack. 

5. Reconnect the cable to the 
negative (-) terminal of your vehicle's battery. 



Rear View 


from your vehicle’s cigarrette lighter 

To power your scanner from a 12V power source in your vehicle, such 
as a cigarette-lighter socket, you need a 12V, 500 mA DC cigarette- 
lighter adapter (not supplied), available at your local RadioShack 
store. 

1 . Insert the adapter's barrel plug into the scanner's DC 12V jack. 

2. Plug the adapter's other end into your vehicle's cigarette lighter or 
. power socket. 


step 3: connect your scanner 


connect the supplied antenna 


Push the antenna onto your 
scanner's antenna connector and 
rotate until it locks into place. 


connect an external 
antenna 

You will need to connect an 
external antenna when you mount 
your scanner in the dashboard of 
your vehicle. You may also want to 
connect an external antenna if you 
use your scanner as a base station. 




